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Holder of Certificate: Autarco Group BV
Torenallee 20
5617 BC Eindhoven
THE NETHERLANDS

Product: Converter
Hybrid Inverter

This Compliance document confirms the compliance with the listed standards on a voluntary basis. It 
refers only to the sample submitted for testing and certification and does not certify the quality or 
safety of the serial products. For details see: www.tuvsud.com/ps-cert

Test report no.: 4812825007700

Date, 2025-04-08

( Ming Gu )
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Model(s): S2.LQH12000, S2.LQH15000, 
S2.LQH20000, S2.LQH20000(D)

Parameters:
Model S2.LQH12000 S2.LQH15000
PV-Input
Max. input voltage d.c. 1000 V
Mppt voltage range d.c. 200-850 V
Max. input current d.c. 4x20A
Isc PV (absolute maximum) d.c.                  4x30 A
Battery
Battery type Li-ion
Battery Voltage range d.c. 120-800V
Max. Charge/discharge current d.c. 50A /50A 50A /50A
AC-Output (Back-up)
Max. /Rated output power a.c. 12000W 15000W
Nominal output voltage a.c. 3/N/PE, 380 V 

/ 400 V
3/N/PE, 380 V / 400 V

Nominal Frequency 50/60Hz 50/60Hz
Max. /Rated output current a.c. 18.2 A/17.3 A 22.8 A/21.7 A
AC-Output (Grid side)
Max. /Rated apparent output power 
a.c.

12000W 15000W

Nominal output voltage a.c. 3/N/PE, 380 V 
/ 400 V

3/N/PE, 380 V / 400 V

Nominal Frequency 50/60Hz 50/60Hz
Max. /Rated output current a.c. 18.2 A/17.3 A 22.8 A/21.7 A

Power factor range -0.8...1...+ 0.8
Protective class I
Ingress protection IP66
Ambient temperature -40...+60℃
AC-Input (For grid port and Gen port)
Nominal voltage a.c. 3/N/PE, 380 V / 400 V
Grid max.(rated) continuous current 27.3 A/26.0 A 34.2 A/32.5 A
Gen max.(rated) continuous current 18.2 A/17.3 A 22.8 A/21.7 A
Nominal Frequency 50/60Hz

Model S2.LQH20000 S2.LQH20000(D)
PV-Input
Max. input voltage d.c. 1000 V
Mppt voltage range d.c. 200-850 V
Max. input current d.c. 4x20A
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Isc PV (absolute maximum) d.c.                                   4x30A
Battery
Battery type Li-ion
Battery Voltage range d.c. 120-800V
Max. Charge/discharge current d.c. 50A /50A 50A /50A
AC-Output (Back-up)
Max. /Rated output power a.c. 20000W 20000W
Nominal output voltage a.c. 3/N/PE, 380 V 

/ 400 V
3/N/PE, 380 V / 400 V

Nominal Frequency 50/60Hz 50/60Hz
Max. /Rated output current a.c. 30.4 A/28.9 A 30.4 A/28.9 A
AC-Output (Grid side)
Max. /Rated apparent output power 
a.c.

20000W 20000W

Nominal output voltage a.c. 3/N/PE, 380 V 
/ 400 V

3/N/PE, 380 V / 400 V

Nominal Frequency 50/60Hz 50/60Hz
Max. /Rated output current a.c. 30.4 A/28.9 A 30.4 A/28.9 A

Power factor range -0.8...1...+ 0.8
Protective class I
Ingress protection IP66
Ambient temperature -40...+60℃
AC-Input (For grid port and Gen port)
Nominal voltage a.c. 3/N/PE, 380 V / 400 V
Grid max.(rated) continuous current 45.6 A/43.3 A 45.6 A/43.3 A
Gen max.(rated) continuous current 30.4 A/28.9 A 30.4 A/28.9 A
Nominal Frequency 50/60Hz

Tested 
according to:

IEC 61000-6-1:2016
IEC 61000-6-2:2016
IEC 61000-6-3:2020
IEC 61000-6-4:2018
IEC 61000-3-2:2018/AMD1:2020
IEC 61000-3-12:2011/AMD1:2021
IEC 61000-3-3:2013/AMD2:2021
IEC 61000-3-11:2017
IEC 62920:2017/A1:2021
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 TÜV SÜD SFDK, Av. General Valdomiro de Lima, 833, Jabaquara, São Paulo, SP, 04344-070, Brazil 
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 TÜV SÜD Auto Service GmbH, Daimlerstraße 11, 85748 Garching at Munich, Germany 
 
 TÜV SÜD Hong Kong Limited, 19/F Yuen Long Trading Centre, 33 Wang Yip Street West, Yuen Long, New Territories, Hong Kong
	
This certificate has been digitally signed by TÜV SÜD Product Service GmbH on behalf of the certificate issuing certification body as named in the pdf document's footer.
 
The sole responsiblity for the content of the certificate is with the certificate issuing certification body.




