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Contact Information 
 
Autarco Group B.V. 
Schansoord 60 
5469 DT Erp 
The Netherlands 
 
www.autarco.com 
info@autarco.com 
 
 
 
Other Information 
 
This manual is an integral part of the unit. Please read the manual carefully before installation, operation 
or maintenance. Keep this manual for future reference. 
 
Product information is subject to change without notice. All trademarks are recognized as the property 
of their respective owners. 
 
© Autarco Group B.V. 
All rights reserved. 
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3.2! Configure the Wi-Fi stick 
To connect the inverter to your local Wi-Fi router, first look up the WiFi serial number. This is printed 
on a sticker on the back of the stick: 
!

 
 

As an example we will use Wi-Fi serial number 5F12092405500310.  
 
Step 1 —!Each Wi-Fi stick creates its own secured wireless network with network name: Autarco_<serial 

number> e.g. “Autarco_5F12092405500310”. Using a computer, tablet or mobile phone, 
connect to this wireless network and use password: 123456789. Here is an example of the 
screen in Windows:  
 

 
 
Step 2 —!After you are connected to this Wi-Fi network, you enter IP address 10.10.100.254 in any 

modern web browser: 
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WARNING! Passwords are case sensitive. If using an iPad, iPhone or other tablet device, 
please ensure that the first character of the password hasn’t automatically become 
uppercase. 

 
 
!  










