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MR series retrofit battery charger

   IEC 61727, IEC 62116, IEC 62477-1

   EN 61000-6-2/-3

   EN50549-1, VDE-AR-N 4105, VDE 0126, RD647, CEI 0-21, C10/11

QUALITY CERTIFICATES

Wide battery voltage range

Easily added to existing Solar  PV systems

Back up function during blackouts

Eligible for Autarco's insured kWh Guarantee 

Compatible with both lead-acid and lithium-ion batteries

GENERAL CHARACTERISTICS

405 x 510 x 150 mmDimensions (W x H x D)

Wall bracketMounting

12.1 kgWeight

IP65IP protection class

Natural convectionCooling principle

2000mMax. site altitude

High frequencyIsolation type

3LED indicators

Lithium-ion, Lead acid (40-60V)Compatible battery types

1 x RS485,  1 x CAN (Battery)Communication interfaces

2 x 20 charactersLCD display

WiFi, 4G, LANOptional interfaces

Integrated (optionally excluded)DC switch

The Autarco MR series retrofit battery charger offer the best and most 
reliable performance in its class. It is compatible with both lead-acid 
and lithium-ion batteries, ensuring a versatile storage solution that can 
be retrofit integrated into any existing PV system. 

Standard 5 yrs. extendable to 15 yrs.Warranty




